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9.

is used. The use of hard fastenings, e.g. metal staples
or nylon threads should be avoided.

7.2 Fastening may be fixed or flexible. If fixed, the forms
through the set are permanently aligned; if flexible
the forms may misalign when folded, but must realign
on paper transport system.

7.% Fastenings should be located in the sprocket hole margin,
but should be clear of sprocket holes and the folds.

7.4 The air must be able to escape easily from between the
papers.

PERFORATIONS

8.1 A perforation shall be made across the paper at each
horizontal fold. The perforation should be at 90° to
the paper edges.

8.2 Additional horizontal perforations may be required bet-
ween folds; these intermediate perforations should not
cut into the sprocket holes.

8.3 The type of perforation should be designated by the
length of the cuts and the length of each uncut portion
of paper (tie). Perforations consisting of straight
clean cuts (slits) are preferred.

8.4 TFactors to be considered in the specification of hori-
zontal (cross) and vertical (down) perforations should
include the following:

- The stresses imposed on the paper by the operation
of the machine, e.g. perforations should be cut in
such a way that the edge of the form is not unduly
weakened.

- The application to single-part or multi-part sta-
tionery.

- The characteristics of the paper, e.g. weight and
strength.

- The subsequent processes to be used, e.g. decollat-
ing, bursting and folding.

PACKAGING

9.1 Continuous paper shall be supplied free of joins, un-
less the type and location of joins is agreed between
supplier and purchaser.

9.2 Continuous paper shall be supplied in a box with a se-
parate 1lid. The box and the 1id shall be sufficiently
strong to protect the contents from damage during nor-
mal commercial handling and transportation and when
boxes are stacked during storage.
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10.

9.% The size of boxes shall be chosen with reference to
any rules which specify maximum package weights and
as agreed between the supplier and the purchaser.

9.4 The first form in a box shall face upwards, i.e. its

face shall be immediately visible when the box is
opened.

9.5 A box shall be filled to such an extent that the 1lid

prevents movement of the contents within the box but
not to such an extent that carbon is offset from one
form to another through the pressure applied by boxes
during stacking.

9.6 A box containing a split shall be labelled prominently

to this effect. The upper part of the split shall be

wrapped with a paper strip to indicate the size of the

split. Each part of the split shall be correctly
oriented to the direction of the transport system.

9.7 Boxes should be labelled on the outside, describing
the content. The label should also advise that the box

be kept unopened until required for use.

STORAGE

10.1 Temperature and Humidity

Paper is a material which is rapidly and considerably
affected by variations in temperature and humidity
during storage or use. Variation in the humidity is

the more serious, since changes will affect the size
and strength characteristics.

10.1.1 Continuous forms should be stored and used in the
following conditions:

40% RH to 60% RH
160C to 24°C

10.1.2 If continuous forms are stored outside these 1i-

mits,(e.g. close to pipes, radiators, hot air ducts,
open windows, etc.) a deterioration in performance
must be expected. This will minimize if sufficient

time is allowed for acclimatization to the condi-

tions in which it is to be used. It is recommended

that the stationery be exposed to the conditions
of use for a minimum of 2l hours for acclimatiza-
tion.

Paper exposed to extremes of humidity may be per-
manently damaged.

10.2 Stacking

Continuous stationery should be kept in the original
boxes until required for use.







10.2.1 The boxes should be stacked 1id uppermost and not
directly touching the floor.

10.2.2 Boxes may be stacked up to six high, should be
supported squarely and should have no heavy
weights placed upon them. When stacking, con-
sideration must be given to the strength and
stability of the boxes and the weight of the
paper.

10.2.3 Partly used boxes should not be placed within a
stack, but may be placed as the top box of a
stack.
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