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9.3 Rolls shall be packed on end in boxes, with a label
on the outside indicating the axis of the rolls.

STORAGE

Paper is a material which is rapidly and considerably af-
fected by variations in temperature and humidity during
storage or use. Variation in humidity is the more serious,
since changes will affect the size and strength character-
igtices.

10.1 Temperature and Humidity

Continuous stationery rolls should be stored in the
following conditions

40% R.H. to 60% R.H.
16°C to 240C

10.2 Stacking

The boxes containing the rolls should be kept unopened
until required for use. The rolls should be stacked

on end and not on the sides and should be stored away
from radiators, pipes, hot air ducts, open windows,
ete.

TEST METHODS
11.1 Test conditions - 23°% * 1%
50% * 2% R.H.

11.2 Smoothness - Bendtsen BS L4420-69
Bekk TAPPI T 479 Sm 48 I

11.3 Tensile strength - TAPPI TU4OL TS66

11.4 Basis weight = TAPPI TU410/0S-68







APPENDIX

SPROCKET PUNCHED ROLL STATIONERY

There is a demand for single part sprocket hole punched roll
stationery. This stationery is characterized by using sprocket
pins for paper transport instead of friction drive. It is
supplied in roll form instead of in zig-zag packs.

These papers may be pre-printed or plain and furnished option-
ally with horizontal and/or vertical tear off perforations.

A.1 DIMENSIONS

The ECMA White Cover Document "Continuous Sprocket-Punched
Stationery, Part I, Recommended Sizes", is referred to in
the following clauses.

A.1.1 Form depth sizes

If the paper is preprinted: Section 3.
A.1.2 Sprocket holes

Section 5 and Figure 2.
A.1.3 Width sizes
Table A.2.

The following widths apply:
a) for 69 and 72 characters per line the width shall

be
+ 0
216 mm _ 1,0
b) for 80 characters per line the width is 250 mm t 2 0
50

There exists, however, a requirement for a width of

240 mm i 2 0 which may be used.
3
c) for 100 characters per line the width shall be

0
297 f 1 Omm
5

d) for 120 characters per line the width shall be
+ 0
1,0 mm

340 *







A.2 PHYSICAL PROPERTIES

The ECMA White Cover Document "Continuous Sprocket-Punched
Stationery, Part II, Physical Properties, Fastenings,
Packaging and Storage" is referred to in the following

clauses.

Material : Subsection 2.2

Smoothness : Subsection 2.3

Strength Subsection 2.4

Writeability : Subsection 2.5

Perforations

(when specified) : Section 8
Q“’ A.3 BASIS WEIGHT

Between 45 and 60 g/m2.

A.4 ROLL CHARACTERISTICS

Subsections 2.2, 2.3 and Section 4 of this document apply.
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