

			
		
			
		

		
		
	

	


		

			      
			      	X
	LinkedIn

			      

		


		

        
    
    



Created with Sketch.
    
        
            
                
                
                
                
                
                
                
                
                
                
                
                
                
                
                
                
                
                
                
            
        
    
	About Ecma


	Mission
	Areas of work
	Organisation
	Members
	Meeting calendar
	History
	Awards
	Join Ecma



	Publications and standards


	Standards
	Technical Reports
	Mementos
	Get involved



	Committees
	Policies


	Ecma By-laws
	Ecma Rules
	Ecma IPR policies
	Ecma awards policy



	News
	Contact
	Search
	
	        			
							
								
						          
						          Menu
								
							
							Menu
						
	        		   


  
		
		





	

	
		
			
				
                    Back to the listECMA-340
Near Field Communication Interface and Protocol (NFCIP-1)
3rd edition, June 2013



This Standard defines communication modes for the Near Field Communication Interface and Protocol (NFCIP-1) using inductive coupled devices operating at the centre frequency of 13,56 MHz for interconnection of computer peripherals. It also defines both the Active and the Passive communication modes of Near Field Communication Interface and Protocol (NFCIP-1) to realize a communication network using Near Field Communication devices for networked products and also for consumer equipment. 

This Standard specifies, in particular, modulation schemes, codings, transfer speeds, and frame format of the RF interface, as well as initialization schemes and conditions required for data collision control during initialization. Furthermore, this Standard defines a transport protocol including protocol activation and data exchange methods. Information interchange between systems also requires, at a minimum, agreement between the interchange parties upon the interchange codes and the data structure.

This 3rd edition fully matches ISO/IEC 18092.

ECMA-356 “NFCIP-1 – RF Interface Test Methods”, and ECMA-362 “NFCIP-1 – Protocol Test Methods” specify tests for ECMA-340.

ECMA-373 specifies the two-wire interface between a Transceiver and a Front-end.

This Standard was originally developed by TC47. The work of TC47 has been transferred to TC51-TG1.


Download this standard
Classification
CategoryWireless proximity systems – NFC
SubcategoryNear Field Communication
Technical CommitteeTC51
ISO/IEC number18092
ETSI numberEN 302 190 

Archives
	ECMA-340, 1st edition, December 2002Download
	ECMA-340, 2nd edition, December 2004Download
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Necessary cookies
Essential cookies are strictly necessary for the proper operation of our site. In particular, they govern the principles of navigation and memorize some of your choices between pages. If you refuse them, your browsing experience may be affected.



Analytics cookies
Analysis cookies collect statistical and anonymous information on the traffic recorded on our site. They help us to improve our pages, in order to better meet our users' expectations. If you do not want us to record your visit, you can disable this tracking.


Click to enable/disable Google Analytics tracking.



Additional services
We also use various external services such as Google WebFonts and Google Maps. These providers may collect data such as your IP address. If you deactivate these cookies, the appearance of our site may have a negative impact on your reading experience. Changes will take effect once you reload the page.  


Click to enable/disable Google Webfonts.


Click to enable/disable Google Maps.



Privacy policy
You can find out more about our use of cookies on our privacy policy page.
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